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AN ORDINANCE TO AMEND SECTION 19.905 TABLE 19-905 TABLE 19-905 

MINIMUM REQUIREMENTS FOR PLANT SIZE AND SPECIFICATIONS AND TABLE 

19-908 LANDSCAPE MATERIALS REQUIRED WITHIN BUFFERYARDS TO 

UPDATE THE MINIMUM PLANT SPACING AND THE MINIMUM NUMBER OF 

PLANTINGS REQUIRED IN BUFFERYARDS 

Table 19-905.  Minimum Requirements for Plant Size and Specifications 

Type 

Minimum 
Height at 

Maturity (ft) 

Maximum 
Height at 

Maturity (ft) 

Minimum 
Crown Spread 
at Maturity (ft) 2 

Minimum 
Height at 
Planting 

(ft) 

Minimum 
Caliper1 at 
Planting 

(inch) 

Minimum 
Spacing  

(ft on 
center) 

Upperstory tree 40’ none 30’ 10’-12’ 2” 30’ 

Understory tree 15’ 30’ 15’ 8’ n/a 10’  15’ 

Shrubs3  none none n/a n/a 24’ 
1 Caliper shall be measured six inches above the ground. 

2 The minimum crown spread of trees shall only apply to upperstory trees. 

3 Shrubs should be 3 gal. in size and do not include ground covers 
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Section. 19-908. Materials Required in Bufferyards  

The required landscape material to be utilized in bufferyards is provided in Table 19-908: 

Table 19-908 -- Landscape Materials Required within Bufferyards 

Buffer 
Type 

Number of 
Plants 

Plants and Structures required per 100 linear feeti 

A 

3 Upper story (Canopy) trees 

20 

Shrubs or; 
Continuous wall constructed of brick, masonry or stone 

36” min. to 48” max. in height or; 
Continuous earthen berm 36” min. to 48” max. in height 

with live ground cover 
 

B 

6  4 Upper story (Canopy) Trees 

30 

Shrubs or; 
Continuous wall constructed of brick, masonry or stone 

36” min to 48” max in height or; 
Continuous earthen berm 36”min to 48” max in height 

with live ground cover 
 

C 
6  4 Upper story (Canopy) Trees 

1 
6 to 8 foot high wall within 12 inches of property line; finished 

side facing adjacent property 
 

D 

12  10 Upper Story (Canopy) Trees 

4  5 Understory trees 

30 
Shrubs or; 

6 to 8 foot high wall within 12 inches of property line; finished 
side facing adjacent property 

 

E 

12  10 Upper Story (Canopy) Trees 

4  5 Understory trees 

30 
Shrubs and; 

6 to 8 foot high wall within 12 inches of property line; finished 
side facing adjacent property 

 

F 

1 Landscape Berm 

12 Upper Story (Canopy) Trees 

4 Understory Trees 

 

i Subject to visibility standards in Article VI Section 19-606 

                                                           


